Specifications

C172-SP

Weights

Maximum TO Weight
2550

Maximum Landing Weight
2550

Maximum Ramp Weight
2558

Empty Weight (std/actual)
1626/1694

Maximum Useful Load (std/actual)
932/864

Maximum Baggage Weight
120 (Area 1) / 50 (Area 2)

Service Ceiling
14,000 ft

Specific Loadings

Wing Loading (lbs./sq ft)
14.7

Power Loading (lbs./hp)
14.2

Fuel and Oil

Fuel Capacity (U.S. gal.)
56

Useable Fuel (U.S. gal.)
53

Oil Capacity (U.S. qts.)
8

Minimum Oil (U.S. qts.)
6

Speeds (KIAS)

X-wind (max demonstrated)
15

Vr (rotation speed)
55

Vr (short field)
52 (climb @ 56 to clear obst.)

Vx (best angle)
62 (S/L) - 67 (10,000)

Vy (best rate)
74 (S/L) - 72 (10,000)

Cruise Climb
75 - 85

Vne (never exceed speed)
163

Vno (max structural cruising speed) 
129

VA (maneuvering speed)
90 (1900) - 105 (full gross)

Best Glide
68

Vfe (flaps extended)
85 (10 at 110)

Vso (stall with flaps)
40

Vs (stall w/o flaps)
48

Airspeed Indicator Markings

Red Line 
163

Yellow Arc (caution range)
129-163

Green Arc (normal ops range)
48 - 129

White Arc (flaps range)
40 - 85

Recommended Entry Speeds For Maneuvers

Chandelles
105

Lazy Eights
105

Steep Turns
95

